20040314.ba v03_n623.bam.20040314 


>From ???@??? Sun Mar 14 06:06:36 2004 +0000 

Message-Id: <200403141206.i2EC6BCT001728@sco.theporch. com> 
Date: Sun, 14 Mar 2004 06:05:49 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3623 


BOATANCHORS Digest 3623 
Topics covered in this issue include: 


1) Swan rig, tubes..... 
by "Sandy W5TVW" <ebjr@i-55.com> 
2) Bringing gear to Rayne, LA hamfest tomorrow... 
by "Sandy W5TVW" <ebjr@i-55.com> 
3) Re: National NC-100 variant RCP 
by john <johnmb@nc.rr.com> 
4) Re: National NC-100 variant RCP 
by "Benjamin D. Hall" <kd5byb@earthlink.net> 
5) When things go really wrong. 
by "Richard Humphrey" <n6énae@ix.netcom. com> 
6) National Speaker for FB-7??? 
by Dave Hollander <n7rk@cox.net> 
7) Re: SS rectifier replacements 
by Chuck Swiger <cswiger@widomaker.com> 
8) Re: National NC-100 variant RCP 
by wb3fau@att.net 
9) Re: SS rectifier replacements 
by wb3fau@att.net 
10) Bark, bark! 
by "Arden Allen" <gumbear@pacbell.net> 
11) Re: National Speaker for FB-7??? 
by Al Klase <skywaves@webex.net> 
12) ADMINISTRIVIA: Fancy HTML in Posts 
by listown@nanniandjack.com (Mail List Owner) 
13) Heathkit SB-610 manual needed 
by "Jack Colson" <jackcolson@netsignia.net> 
14) Last call: Swan 250 6 meter rig 
by "Sandy W5TVW" <ebjr@i-55.com> 
15) ARC-5 is alive! 
by Charles <charlesmorris@direcway.com> 
16) Re: National Speaker for FB-7??? 
by Niel Wiegand <wOvlz@arrl.net> 
17) Re: ARC-5 is alive! 
by W7QHO@aol.com 
18) Re: National Speaker for FB-7??? 


by john <johnmb@nc.rr.com> 


Message-ID: <000901c40879$5fac2a00$87a1cdd1@s0023531634> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Swan rig, tubes..... 
Date: Fri, 12 Mar 2004 15:31:23 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Anybody interested in the following: 

One Swan 250 6 meter SSB rig with noise blanker and 

power supply. No manual. Condition is 7-8 or better cosmetically. 
Set works but needs tuning up. Worked some stations last summer 
with it on a 80 meter dipole! $150 cash and carry. 


Four surplus 803 NOS tubes. In original cartons. $100 
for lot cash and carry. 


Will be coming to Rayne (Lafayette) Hamfest tomorrow morning 
for about half a day. Make arrangements and you can pick up there. 
No worry about shipping damage/expenses etc. 


e-mail me here or call 985-974-2956. 


73, 

E. V. Sandy Blaize, W5TVW 
40460 Edgar Traylor Road, 
Hammond, LA., 70403-1930 

USA 


Message-ID: <0Q01d01c4087a$5£4360a0$87a1cdd1@s0023531634> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch. com> 
Subject: Bringing gear to Rayne, LA hamfest tomorrow... 
Date: Fri, 12 Mar 2004 15:37:23 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Items added to previous message about Rayne Hamfest.... 


3 each Eimac 450TL tubes. Had a buyer but he can't make it or get 


funds to me tomorrow! 

Two of these are unused in original shipping frames less boxes. 

One is used, looks great and filament is OK. Will sell lot for $150 
cash and carry. 


Send e-mail or call me at 985-974-2956 
73, 

E. V. Sandy Blaize, W5TVW 

40460 Edgar Traylor Road, 

Hammond, LA., 70403-1930 

USA 


Message-Id: <3.0.3.32.20040312182543 .02884748@pop-server.nc.rr.com> 
Date: Fri, 12 Mar 2004 18:25:43 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: Re: National NC-100 variant RCP 

Mime-Version: 1.0 

Content-Type: multipart/mixed; x-avg-checked=avg-ok-417D55F7; 
boundary="=======6E579C=======" 


Content-Type: text/plain; x-avg-checked=avg-ok-417D55F7; charset=us-ascii 
Content-Transfer-Encoding: 8bit 


Hi Bone Yard Ben! 


While we're on the subject of National esoterica, does anyone 
have info on the RCD I got from Larry Ware some years ago? 


Its tagged for "bureau of commerce, air navigation bureau" 


John 


At 01:14 PM 3/12/04 -0600, Benjamin D. Hall wrote: 

> 

>What do you want to know? ;) 

> 

>Probably started life as a National RCP or RCQ, (maybe RCK?)modified by 
>Shuttig to have a squelch type circuit named CONS I think - Carrier 
>Operated Noise Suppression? Think mine has "RCK" stamped on the IF cans. 
> 

>Made for the Civian Aero Administration - mine has the CAA tag on it. I 
>think dates from the 40's - I'll have to check the contract date on 
>mine. The CAA was only around for a short time before it became FAA, if I 


>remember correctly - that may date it as well. 


> 
>Somewhere, I have the documentation that details the CONS mods, a 
>schematic, etc... I replaced the caps in mine and it works well - a little 


>too well actually - had to detune some of the IF's during alignment because 
>it had too much gain and would oscillate. 

> 

>Mine looks ugly too - missing lots of paint, rusty, sat in water for some 
>time, etc... But it is one of my favorites! That vernier dial tuning is 
>just sooo smooth... 

> 

>later, 

>ben 

> 

> 

> 

> 

>At 12:10 PM 3/12/2004, wb3fau@att.net wrote: 

>>To the Gang: please if you will put a date on this 

>>receiver. Origally made by National, 

>>nameplate says modified by Schuttig and Co. SN 9--. Can be operated 
>>fixed freq with plug in xtal. Commercial railroad or airline? Any 
>>known details appreciated. Russ. 

> 

Soes 

> From the computer of Benjamin D. Hall, kd5byb@earthlink.net. 

>Northern Alabama, USA. 

> 

> 

> 

Sore 

> 

>Checked by AVG anti-virus system (http://www.grisoft.com). 

>Version: 6.0.580 / Virus Database: 367 - Release Date: 2/6/04 


Content-Type: text/plain; charset=us-ascii; x-avg=cert; x-avg-checked=avg- 
ok-417D55F7 
Content-Disposition: inline 


Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.580 / Virus Database: 367 - Release Date: 2/6/04 


Message-Id: <6.0.0.22.0.20040312174500 .01b3£7a8@pop.earthlink.net> 
Date: Fri, 12 Mar 2004 17:47:36 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Benjamin D. Hall" <kd5byb@earthlink.net> 

Subject: Re: National NC-100 variant RCP 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hey John and gang, 


Give me over the weekend to see what I have in my files. I'm trying to 
remember what I got from Larry Ware several years ago when he got out of 
the National collecting business - I just may have some of the info Larry 
had on these aeronautical Nationals. If I've got it, I'll be happy to 
share - just may take awhile to get it scanned or photocopied. :( 


Very likely that you've got a fore-runner to my RCP/RCQ CAA 
variant... I'll do some digging this weekend - maybe even get the old girl 
out of storage... 


later and 73, 
ben 


At 05:25 PM 3/12/2004, john wrote: 

>Hi Bone Yard Ben! 

> 

>While we're on the subject of National esoterica, does anyone 
>have info on the RCD I got from Larry Ware some years ago? 

> 

>Its tagged for "bureau of commerce, air navigation bureau" 

> 

>John 


From the computer of Benjamin D. Hall, kd5byb@earthlink.net. 
Northern Alabama, USA. 


Message-ID: <41200436130401370@ix.netcom.com> 
From: "Richard Humphrey" <n6énae@ix.netcom.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: When things go really wrong. 

Date: Fri, 12 Mar 2004 16:40:1 -0800 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 


boundary="----=_NextPart_84815C5ABAF209EF376268C8" 


woe ee = _NextPart_84815C5ABAF209EF376268C8 
Content-type: text/plain; charset=US-ASCII 


Not precisely BA related, although it is very electrical in 
nature. 


Next time you reach for the OFF switch: http://www.wiseguysynth.com/larry/day.htm 


Richard 


Tocec- = _NextPart_84815C5ABAF209EF376268C8 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KR KK KKK KK KK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KKK KK KK KK KKK KK KKK KKK KK 


+ + + + + FH OF 
+ + + + FF OF 


ae = NextPart_84815C5ABAF209EF376268C8- - 


Message-ID: <405297F0.CODD5BBB@cox.net> 

Date: Fri, 12 Mar 2004 22:11:13 -0700 

From: Dave Hollander <n7rk@cox.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: National Speaker for FB-7??? 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Found this National speaker at a hamfest in a bunch of junk a few months 
ago for $3. Finally took a look at it tonight. Looks to be close in size 
to my FB-7. Dimensions are 10" wide x 8" high by 10" deep. The inside is 
lined with wood and the National logo is embossed in the metal. It is 

not an electrodynamic speaker. Anyone recognize this speaker? Here are a 


few photos...... 


http: //members.cox.net/radiostuf£9/national_spkr.jpg 
http: //members.cox.net/radiostuff£9/national_spkr2.jpg 
http: //members.cox.net/radiostuff£9/national_spkr4. jpg 


Dave N7RK 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKK 


Dave N7RK Home Page: http://members.cox.net/n7rk 
Phoenix, Arizona *xDXCC Honor Rollx *WAZ#23 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor and Antique Radio Collector Extraordinaire preferring 
Hallicrafters, National and what ever else looks interesting! 


Message-Id: <5.2.1.1.1.20040313075643 .0294b860@wilma.widomaker. com> 
Date: Sat, 13 Mar 2004 08:07:03 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Chuck Swiger <cswiger@widomaker.com> 

Subject: Re: SS rectifier replacements 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 06:05 AM 3/6/2004 -0500, you wrote: 

>Barry that's a wonderful condensation of Schade's paper & Childs' law. 

> 

>To me it evokes the obvious. A thermionic diode is best replaced by a 
>SCR and a uProcessor coded to simulate the load-voltage curve by altering 
>the SCR's forward-conduction duty cycle 


Someone remind me again - x*xWHYx are we replacing 5y3's with uP controlled 
SCR'sS??x* My clock project need about 250-280 vdce and after studying all the 
switch mode voltage inverters and other modern gobbledygook, I'm on the verge 
of just putting in a nice new little Hammond classic, on/off switch & fuse, 

a 5y3 

and resistor pi cap network and be done with it. Last time I checked, which 
was 

just a few minutes ago, a 5y3 was about 10 buckskins at antique radio supply, 
and that's lined up beside brands like "Valve Art" and "Golden Elite". 


Why, yes! My desk clock xdoesx have a vacuum tube power supply, thank you. 


--Chuck 


kb4new 


*xI know Marty was just kidding there. 


From: wb3fau@att.net 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: john <johnmb@nc.rr.com>, Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: National NC-100 variant RCP 

Date: Sat, 13 Mar 2004 16:26:10 +0000 

Message-Id: <0Q31320041626.24470.7c72@att.net> 


Yes, John, good info. well it alsohas a long wave band, works’ pretty well 
there too. Yes, it has the CONS switch for fixed freq op.- wonder what 
freq. they operated at? Minhe is mostly untouched, not in bad shape, and 
still performs rather well for its age, say 

1945 vintage? I have some other NC-100 variant as well, but no tags. Covers 
590kc to 30mc 

in 5 bands. Cool stuff. russ. 

Hi Bone Yard Ben! 


While we're on the subject of National esoterica, does anyone 
have info on the RCD I got from Larry Ware some years ago? 


Its tagged for "bureau of commerce, air navigation bureau" 


John 


At 01:14 PM 3/12/04 -0600, Benjamin D. Hall wrote: 

> 

>What do you want to know? ;) 

> 

>Probably started life as a National RCP or RCQ, (maybe RCK?)modified by 
>Shuttig to have a squelch type circuit named CONS I think - Carrier 
>Operated Noise Suppression? Think mine has "RCK" stamped on the IF cans. 
>: 

>Made for the Civian Aero Administration - mine has the CAA tag on it. I 
>think dates from the 40's - I'll have to check the contract date on 
>mine. The CAA was only around for a short time before it became FAA, if I 
>remember correctly - that may date it as well. 


> 
>Somewhere, I have the documentation that details the CONS mods, a 
>schematic, etc... I replaced the caps in mine and it works well - a little 


>too well actually - had to detune some of the IF's during alignment because 
>it had too much gain and would oscillate. 
> 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV OV 


>Mine looks ugly too - missing lots of paint, rusty, sat in water for some 
>time, etc... But it is one of my favorites! That vernier dial tuning is 
>just sooo smooth... 

> 

>later, 

>ben 

> 

> 

> 

> 

>At 12:10 PM 3/12/2004, wb3fau@att.net wrote: 

>>To the Gang: please if you will put a date on this 

>>receiver. Origally made by National, 

>>nameplate says modified by Schuttig and Co. SN 9--. Can be operated 
>>fixed freq with plug in xtal. Commercial railroad or airline? Any 
>>known details appreciated. Russ. 

> 

>--- 

> From the computer of Benjamin D. Hall, kd5byb@earthlink.net. 

>Northern Alabama, USA. 

> 

> 

> 

Secs 

> 

>Checked by AVG anti-virus system (http://www.grisoft.com). 

>Version: 6.0.580 / Virus Database: 367 - Release Date: 2/6/04 

> 


Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.580 / Virus Database: 367 - Release Date: 2/6/04 


VV VVV VV VV VV VV VV VV VV VV VV VV VV VV VV VM 


From: wb3fau@att.net 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Chuck Swiger <cswiger@widomaker.com>, 
Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: SS rectifier replacements 
Date: Sat, 13 Mar 2004 16:34:11 +0000 
Message-Id: <0Q31320041634.28629.53d1@att.net> 


You know Chuck, you answer my question why I stick with the tubes in the HV 
power supplies- mainly because they handle the overloads better than any SS 
option. They often give you time to save something. Not a chance with SS 
replacements. Russ. 

> At 06:05 AM 3/6/2004 -0500, you wrote: 


>Barry that's a wonderful condensation of Schade's paper & Childs' law. 

> 

>To me it evokes the obvious. A thermionic diode is best replaced by a 
>SCR and a uProcessor coded to simulate the load-voltage curve by altering 
>the SCR's forward-conduction duty cycle 


Someone remind me again - xWHYx are we replacing 5y3's with uP controlled 
SCR'S??x* My clock project need about 250-280 vdce and after studying all the 
switch mode voltage inverters and other modern gobbledygook, I'm on the verge 
of just putting in a nice new little Hammond classic, on/off switch & fuse, 

a 5y3 

and resistor pi cap network and be done with it. Last time I checked, which 
was 

just a few minutes ago, a 5y3 was about 10 buckskins at antique radio supply, 
and that's lined up beside brands like "Valve Art" and "Golden Elite". 


Why, yes! My desk clock xdoesx have a vacuum tube power supply, thank you. 


--Chuck 
kb4new 


xI know Marty was just kidding there. 


VVVVV VV VV VV VV VV VV VV VV VV 


Message-ID: <0Q02201c40923$ea54ae20$a3e57443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Bark, bark! 
Date: Sat, 13 Mar 2004 09:52:04 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 8bit 


This is no doubt old hat to some folks here but not to me. The question 
that I'm having trouble with is, what is the difference between B-K 
oscillations and the xdynatron effect*? Somehow it seems there is a 
difference in frequency domains of the two. B-K's happen typically at VHF 
frequencies in ordinary vacuum tubes (like the notorious B-K oscillations in 
TV horizontal ouput tubes which cause vertical line interference to be 
received via the front end of the set), so I've been reading. Something to 
do 

with electrons (electron inertial mass changing? Weber?) oscillating about a 
[screen] grid adjacent to a less positively charged [plate] anode. 


The "dynatron effect" is dependent on the negative resistance characteristic 
normally associated with the tetrode and it's plate current characteristic 


due to secondary emission electrons being attracted back to the screen grid, 
according to my readings. 


How are the two different? 
Befuddled minds would like to know. 
Some references: 


> Barkhausen interference [COMMUNICATIONS] Interference caused by 
Barkhausen oscillations. { bsrkhazyn in}trfiryns }¢ 


> Barkhausen-Kurz oscillator [ELECTRONICS] An oscillator of the 
retarding-field type in which the frequency of oscillation depends solely on 
the transit time of electrons oscillating about a highly positive grid 
before reaching the less positive anode. Also known as Barkhausen 
oscillator; positive-grid oscillator. { b&srkhazyn krts &syld>r }¢ 


> Barkhausen oscillation [ELECTRONICS] Undesired oscillation in the 
horizontal output tube of a television receiver, causing one or more ragged 
dark vertical lines on the left side of the picture. { b&rkhazyn %syl}shn }¢ 


<http://www.accessscience.com/Dictionary/B/B6/DictB6é.html> 


{Barkhausen-Kurz oscillator] ....Subject matter wherein the oscillator 
comprises an electron tube having at least three electrodes, i.e., a source 
of electrons (cathode), control electrode (grid) and an anode or plate 
electrode, the control electrode being biased positively with respect to the 
other electrodes. The bias potentials of the electrodes are so chosen that 
the electrons attracted from the cathode by the positive grid pass through 
the grid and are slowed down by the repelling effect of the negative anode 
field and are returned back to, or through the grid. This phenomenon is 
repeated again and again so that a cloud of electrons is caused to sweep 
back and forth through the grid, giving up energy to the grid at a frequency 
which is a function of the transit time of the electrons. Usually a 
frequency determining network is associated with the electron tube so that 
the frequency of the generated oscillation is a function of both the 
electron transit time and the network parameters. 


<http://www.micropat.com/classdef/CLSDEF/class331/s092000.htm1> 


Tetrodes and pentodes - In those valves, internal resistance is made 
extremely high by [a] screening anode, thus preventing internal anode-grid 
feedback. As a result, the tube is now running in current generator mode, 
with nearly horizontal plate curves. For a fixed grid and screen voltage, as 
the plate voltage decreases, the anode-screen potential will start becoming 
negative so that secundary electrons emitted by the plate may reach the 
screening grid, thus creating a current flow opposite to the main 


plate-cathode current. This phenomenon, known as dynatron effect, creates a 
negative internal resistance in the low plate voltage area of the tube 
characteristics. Of course, no part of the load line may enter that zone, or 
hideous distorsion will occur (along with a high probability of 
self-oscillation!). This puts an upper bound on the value of load resistance 
that is easily determined graphically. The dynatron effect can be minimized 
either by increasing space charge (case of the so-called beam tetrodes) or 
by adding a third grid with very loose winding between screen and anode 
whose role is to capture secundary electrons emitted by plate (the resulting 
tube is the pentode). This last technical solution is far better than the 
beam forming one and in some designs (specially high power transitting 
tubes), dynatron effect is completly suppressed (which is not the case with 
beam forming, since at low plate current space charge is not high enough to 
prevent secundary electrons from reaching the screen). ....... 
<http://membres.lycos.f£r/puechmor/bias/node4.html> 


Arden Allen 
KB6NAX 


Message-ID: <40534E06.3000709@webex.net> 

Date: Sat, 13 Mar 2004 13:08:06 -0500 

From: Al Klase <skywaves@webex.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: National Speaker for FB-7??? 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Dave, 


I beleive that's an MCS speaker. I know it was offered with 
the HRO. It contains a single ended output transformer, so 
it would be happy with an FB-7 or AGS, but I don't know if 
it was the "official" speaker for either set. In any event, 

it's kinda on the rare side, as there was a depression on, 
and most hams passed on factory speakers. So, don't loose 
track of it. 


Al 
Dave Hollander wrote: 


> Anyone recognize this speaker? Here are a 
> few photos...... 


Al Klase - N3FRQ 

skywaves@webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-Id: <200403131915.i2DJFOSY006130@o0sr506.nanniandjack.com> 
From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Fancy HTML in Posts 

Date: Sat, 13 Mar 2004 11:15:00 -0800 (PST) 


Gang- 


Please accept this periodic posting as it is intended: 
A suggestion that will help everyone on the list... 


Many many of the members of the list read through text-based mailers on 
systems of other than WIntel origins... this is particularly true for 
those members who are "off-shore" where the technology is too expensive 
to justify. Just keep in mind that NOT everyone reads the list postings 
with the very latest windowed technology. 


PLEASE avoid the use of HTML and "quoted printable" in your email. If 
you don't know what this means, then PLEASE get help and set your mailer 
up so that you send your posts to the list in "PLAIN TEXT" only, with NO 
fancy HTML.... generally, avoid fancy fonts and colors, which will force 
your mailer to use the fancy stuff, and creates the problem. 


The problem is serious enough that we have taken steps to protect the 
list... we have created a filter that detects anything sent to the list 
that is not plain text, and deletes the rest of the message from the place 
where the non-text is detected. 


You may have seen "FOBIDDEN FORMAT" in a post to the list, and wondered 


what happened... it is the phrase we insert to let the poster know that 
the post contained a binary, an attachment, HTML, a "vcard" or some other 
format that presents a problem to the List Processor... it enforces 


consideration of your fellow BoatAnchors members. 
PLEASE use only plain text. 


PLEASE Get help with setting your mailer to not send the 
fancy HTML and quoted printable. 


PLEASE be considerate of the list resources and your fellow members. 


Thanks for your attention 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Sat Mar 13 11:15:00 PST 2004 


Message-ID: <Q0b£01c40938$c4b45e30$2601000a054gqz01> 
From: "Jack Colson" <jackcolson@netsignia.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Heathkit SB-610 manual needed 
Date: Sat, 13 Mar 2004 15:21:27 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I found a Heathkit SB-610 in excellent condtion, seems to work but have no 
manual. Does someone who can make a copy of the operation portion? 

73 and thank you, 

Jack, W3TMZ 


Message-ID: <002901c40974$7ec03ac0$599ccdd1@s0023531634> 
From: "Sandy W5STVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Last call: Swan 250 6 meter rig 
Date: Sat, 13 Mar 2004 21:29:00 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello all (again), 
Clearing out unused gear here! 
Swan 250 6 meter SSB transceiver with matching power supply 
speaker and microphone. Don't have a printed manual but can supply 
a CD with PDF and dejavu copies of manuals for 250 and 250C. 

Asking $150 for it plus shipping. Cosmetic condition about an "8". 
Works, no fooling, but needs some careful alignment and I can't get 
but around 20-25 watts out of it. (6146's maybe?) I can hear signals 
very well with it and worked a few last summer on a band opening or 
two using a 20 meter dipole for an antenna! Can hear the beacons 
well with it. With microphone and power cables. This one also 
has a noise blanker module but no data on it. 

73, 


Sandy W5TVW 


Date: Sat, 13 Mar 2004 22:17:07 -0600 

From: Charles <charlesmorris@direcway.com> 

Subject: ARC-5 is alive! 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <1lil750pr62v0g77qt7bb8trf9qt24b5cv9I@4ax. com> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7BIT 


Thanks to assistance from the Boatanchorites (readably scanned 
schematics, wiring diagrams, and a BFO coil) my R-26/ARC-5 (3-6 
Mc) is alive and kicking! 


1. Can the excessively broad IF be tuned for more selectivity? I 
knew it was wide when I had an R-27 (40m) but this one is 
ridiculous. At least three stations at once, all sounding like a 
different member of Donald Duck's family... 


2. Is there a simple way to get a little more audio power out of 
the 12A6 output stage? I replaced the (missing) output transformer 
with a junkbox 4k to 4 ohm unit for driving low-z headphones or a 
4 ohm speaker, which is what I have on the bench. 


The 1500 ohm cathode resistor looks rather large for a power 
output stage. If the self-bias point is 10 volts (a guess, I 
haven't measured it yet) that's only 7 ma which won't allow much 
output in class A single-ended at 240 volts Bt... 1.7 watts power 
input at 33% efficiency is at best 0.5 watt of audio. 


The screen of the 12A6 is also connected directly to B+. If I 
reduce the cathode resistance, what (if anything) should I do with 
the screen voltage? 


thanks 
Charles 


Message-ID: <40540718.5000500@arrl.net> 

Date: Sat, 13 Mar 2004 23:17:44 -0800 

From: Niel Wiegand <wOvlz@arrl.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: National Speaker for FB-7??? 

Content-Type: text/plain; charset=us-ascii; format=flowed 


Content-Transfer-Encoding: 7bit 
Dave, 


That style of speaker was marketed by National for a few years following 
1936. See the bottom picture on my page at 

http: //www.io.com/~nielw/nat50/nat50_06.htm That style of speaker is 
shown with a NC101X. 


None of my National catalogs lists a speaker for the FB-7 but this one 
was sold during the last FB-7 years so it would have qualified. 


Soon after this National switched to speakers with three vertical bars 
and the diamond National logo attached to the center bar like the RAS 
speaker shown here: http://www.io.com/~nielw/nat50/nat50_07.htm 


73, 
Niel-WOVLZ 


Dave Hollander wrote: 

Found this National speaker at a hamfest in a bunch of junk a few months 
ago for $3. Anyone recognize this speaker? Here are a 

few photos...... 


http: //members.cox.net/radiostuf£9/national_spkr. jpg 


http: //members.cox.net/radiostuff£9/national_spkr2.jpg 
http: //members.cox.net/radiostuff£9/national_spkr4. jpg 


Dave N7RK 


VV VV VV VV VV WV 


Date: Sun, 14 Mar 2004 02:20:53 -0500 

From: W7QHO@aol.com 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: ARC-5 is alive! 

MIME-Version: 1.0 

Message-ID: <7E740B46.0F4F8DEF .Q000F8E2@aol .com> 
Content-Type: text/plain; charset=iso-8859-1 
Content-Transfer-Encoding: 8bit 


In a message dated 3/13/2004 11:17:07 PM Eastern Standard Time, 
charlesmorris@direcway.com writes: 


> Thanks to assistance from the Boatanchorites (readably scanned 


> schematics, wiring diagrams, and a BFO coil) my R-26/ARC-5 (3-6 

> Mc) is alive and kicking! 

> 

> 1. Can the excessively broad IF be tuned for more selectivity? I 
> knew it was wide when I had an R-27 (40m) but this one is 

> ridiculous. At least three stations at once, all sounding like a 
> different member of Donald Duck's family... 

> 

Charles, 


The spacers inside the IF cans can be rearranged to provide a wider separation 
between the coils. This reduced coupling results in a significant improvement in 
selectivity. Was written up in ER a few years back but I don't have the date. 


2. Is there a simple way to get a little more audio power out of 
the 12A6 output stage? I replaced the (missing) output transformer 
with a junkbox 4k to 4 ohm unit for driving low-z 

headphones or a 

4 ohm speaker, which is what I have on the bench. 


VV VV VV 


Try the dual diode detector circuit described in the article on page 4 of ER 
#103, Nov. 1997. Provides twice the audio output of the original circuit. 


On the 12A6 cathode resistor, try knocking it down to 500 ohms or so and see what 
happens. 


Good luck, 


Dennis D. W7QHO 
Glendale, CA 


Message-Id: <3.0.3.32.20040314072305 .02845840@pop-server.nc.rr.com> 
Date: Sun, 14 Mar 2004 07:23:05 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: Re: National Speaker for FB-7??? 

Cc: Old Tube Radios <boatanchors@theporch. com> 

Mime-Version: 1.0 

Content-Type: multipart/mixed; x-avg-checked=avg-ok-E76C60; 
boundary="=======22DE76CC=======" 


Content-Type: text/plain; x-avg-checked=avg-ok-E76C60; charset=us-ascii 
Content-Transfer-Encoding: 8bit 


That's an interesting web page Niel. I picked up a HB transmitter 
last year that has one of the National RF decks as shown on your 
web page. I've never seen another. 


John K5MO 


At 11:17 PM 3/13/04 -0800, Niel Wiegand wrote: 

> 

>Dave, 

> 

>That style of speaker was marketed by National for a few years following 
>1936. See the bottom picture on my page at 
>http://www.io.com/~nielw/nat50/nat50_06.htm That style of speaker is 
>shown with a NC101Xx. 

> 

>None of my National catalogs lists a speaker for the FB-7 but this one 
>was sold during the last FB-7 years so it would have qualified. 

> 

>Soon after this National switched to speakers with three vertical bars 
>and the diamond National logo attached to the center bar like the RAS 
>speaker shown here: http://www.io.com/~nielw/nat50/nat50_07.htm 

> 

>73, 

>Niel-WOVLZ 

> 

> 

> 

>Dave Hollander wrote: 

>> Found this National speaker at a hamfest in a bunch of junk a few months 
>> ago for $3. Anyone recognize this speaker? Here are a 

>> few photos...... 

>> 

>> http: //members.cox.net/radiostuff9/national_spkr. jpg 

>> http://members.cox.net/radiostuff9/national_spkr2. jpg 

>> http://members.cox.net/radiostuff9/national_spkr4. jpg 


>> Dave N7RK 


>--- 
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